
● 32ch Across

● Serial Digital Video (3G-SDI, HD-SDI, SD-SDI)

● Studio

● OB Van

● Broadband Telecom

● DC to 3.0GHz greater than 10dB Return Loss

● Beryllium Copper, Gold Plated Center Contacts

● Light Weight Alloy Body

● Easy Front Mount Assembly

75ohm Mid Size Video Patchbay

Available as EIA 1RU, 1.5RU, 2RU and 4RU Size

MDVJ-STW MDVJ-ST Loaded

Model

Return Loss

Isolation

BNC-BNC: Normal
Through

BNC-Video: Patch
Through

BNC-Self Termination

MDVJ-
STW

26dB or greater (~750MHz)

35dB or greater
(~1.5GHz)

20dB or greater
(~3.0GHz)

20dB or greater (~2.4GHz)

10dB or greater (~3.0GHz)

MDVJ-
STS

N/A

26dB or greater
(~750MHz)

26dB or greater
(~750MHz)

35dB or greater
(~1.5GHz)

20dB or greater
(~3.0GHz)

20dB or greater
(~2.4GHz)

20dB or greater
(~1.5GHz)

10dB or greater
(~3.0GHz)

10dB or greater
(~3.0GHz)

Normal Through
Patch Through

(Long BNC port)

Patch Through
(Short BNC port) Isolation

32 Channel Mid-size Video Patchbays


